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DEX drill — =
o 8xD indexable drill body for DEX drill head LB ‘ p
o All with coolant through LF y
o Different drill heads can fits into the same OAL
body, please check MIID column
e Special diameters or stepped type available
upon requests UNDER STABLE CONDITIONS, HOLE TOLERANCE 0/+0.10 mm
Designation Stock DC DCON 0AL LF LB MIID
NT-DEX-8D D10-S16F [ ) 10 16 158 110 99 DEX1000
NT-DEX-8D D11-S16F [ ) 1 16 168 120 108 DEX1100
NT-DEX-8D D12-S16F [ ) 12 16 176 128 118 DEX1200
NT-DEX-8D D13-S16F [ ) 13 16 185 137 126 DEX1300
NT-DEX-8D D14-S16F o 14 16 192 144 134 DEX1400
NT-DEX-8D D15-S20F o 15 20 208 158 144 DEX1500
NT-DEX-8D D16-S20F [ ] 16 20 214 164 152 DEX1600
NT-DEX-8D D17-S20F o 17 20 227 177 162 DEX1700
NT-DEX-8D D18-S25F ° 18 25 245 189 171 DEX1800
NT-DEX-8D D19-S25F [ 19 25 252 196 179 DEX1900
NT-DEX-8D D20-S25F ° 20 25 264 208 189 DEX2000
NT-DEX-8D D21-S25F [ ] 21 25 273 217 198 DEX2100
NT-DEX-8D D22-S25F [ J 22 25 279 223 207 DEX2200
NT-DEX-8D D23-S32F [ ] 23 32 299 239 215 DEX2300
NT-DEX-8D D24-S32F [ ] 24 32 308 248 225 DEX2400
NT-DEX-8D D25/26-S32F [ ] 25 32 319 259 235 DEX25/2600
Head wrench MINIMUM COOLANT COOLANT FLOW
)y X A PRESSURE (bar) A RATE (I/min)
Spare parts )

NT-DEX-8D (DC 10+11) NT-WR1011
NT-DEX-8D (DC 12+17) NT-WR1217
NT-DEX-8D (DC 18+-20) NT-WR1820
NT-DEX-8D (DC 21+25) NT-WR2126
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It's suggested to make a prehole of at least 0.5xD
with a pilot drill or DEX drill 3xD.
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